


street and external lighting specialist

P —

Amenity

APPLICATIONS

Parks and gardens & urban amenity areas
SPECIFICATION

Louvres for optimum performance & minimal upward light
LED rating 3600Im.

Osram LED & Osram Driver

-20 to +40°C operating temperature

Removable head for easy access to LED & Driver
CONSTRUCTION

UV stabilised polycarbonate

Tamper proof fixings for increased vandal resistance
SPIGOT MOUNTING 60-76mm

STANDARD - BLACK TOP
BRE30-6K-BK-76

30W LED Cool White (6000K) 76mm Post Top

BRE30-4K-BK-60
STANDARD - SILVER TOP
BRE30-6K-SV-76

30W LED Neutral White (4000K) 60mm Post Top

30W LED Cool White (6000K) 76mm Post Top

BRE30-4K-SV-60
STANDARD - BLACK TOP -
BRE30-6K-MPC-SV-76

30W LED Neutral White (4000K) 60mm Post Top
MINI PHOTOCELL
30W LED Cool White (6000K) Mini Photocell 76mm Post Top

BRE30-4K-MPC-SV-60
STANDARD - SILVER TOP -
BRE30-6K-MPC-SV-76

30W LED Neutral White (4000K) Mini Photocell 60mm Post Top
MINI PHOTOCELL
30W LED Cool White (6000K) Mini Photocell 76mm Post Top

BRE30-4K-MPC-SV-60
STANDARD - BLACK TOP -
BRE30-6K-BK-NEMA-76

30W LED Neutral White (4000K) Mini Photocell 60mm Post Top
NEMA SOCKET
30W LED Cool White (6000K) NEMA Socket 76mm Post Top

BRE30-4K-BK-NEMA-60
STANDARD - SILVER TOP -
BRE30-6K-SV-NEMA-76

30W LED Neutral White (4000K) NEMA Socket 60mm Post Top
NEMA SOCKET
30W LED Cool White (6000K) NEMA Socket 76mm Post Top

BRE30-4K-SV-NEMA-60
STANDARD - BLACK TOP -
BRE30-6K-BK-DALI-76

30W LED Neutral White (4000K) NEMA Socket 60mm Post Top
DALI CONTROL
30W LED Cool White (6000K) DALI Control 76mm Post Top

BRE30-4K-BK-DALI-60
STANDARD - SILVER TOP -
BRE30-6K-SV-DALI-76

30W LED Neutral White (4000K) DALI Control 60mm Post Top
DALI CONTROL
30W LED Cool White (6000K) DALI Control 76mm Post Top

BRE30-4K-SV-DALI-60

30W LED Neutral White (4000K) DALI Control 60mm Post Top
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